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High Kinetic Processing
Auto-Batch

Features

production-unit for different automat
processes based on high kinetic auto
aerodynamic separation.
• closed system;
• controlled atmosphere (inert-
• preceding evacuation possible (for inertis
• modular setup;
• automated feeding;
• automated valve systems;
• closed carrier gas system;
• separation of processed powder during discharging process;
• communication of all drives by MALTOZ
• reduced discharging/handling time
• adjusting features of the unit for assembly

Applications
 automated batch-production, e. g.

- battery materials (cathode-, anode
- ODS/NFA production,
- hydrogen storage materials,
- hard-metal applications,
- Fe-, Ni-base material,
- composite materials,
- rapid particle size reduction of brittle solids (e.g. enamel)

charging containers (feeding) powder separation

Dimensions / electrical data
electrical data
Simoloyer® CM100/AB100:
electrical data CM100:
electrical data AB100:
dimensions (LxWxH, weight):
floor-plan:
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High Kinetic Processing using AB100
Batch-Unit for Simoloyer® CM100

unit for different automated powder production
processes based on high kinetic auto-batch process with

-gas);
evacuation possible (for inertisation);

of processed powder during discharging process;
communication of all drives by MALTOZ®-software/PLC;
reduced discharging/handling time;
adjusting features of the unit for assembly

production, e. g. for
, anode-materials),

rapid particle size reduction of brittle solids (e.g. enamel).

HKP High Kinetic Processing
MA Mechanical Alloying
HEM High Energy Milling
RM Reactive Milling
nano-structured materials

flexible pipe

powder separation automated valve-systems side

electrical data AB100
400VAC + PE, 3-phases (4 lines, TT/TN-net), 5
upon inquiry: 320-528V
see corresponding product information
<10kW, 32A
approx. 5500 x 3000 x 5000mm, 500kg
approx. 4x9m (36m3)

technical data subject to alterations
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using AB100
CM100

High Kinetic Processing
Mechanical Alloying
High Energy Milling
Reactive Milling

structured materials

flexible pipe-adapters

side-channel-turbine SKZ

net), 50/60Hz, IP22

technical data subject to alterations


