
Zoz GmbH
Maltoz®-Strasse
D-57482 Wenden

Wenden • Siegen • Olpe • Sterling, VA • Berkeley CA • Montreal
Tokyo • Kyoto • Sendai • Seoul • Mexico City •

Mumbai • Hyderabad • Nueva Esparta • Luxemburg • Uljanovsk

Rotors for Simoloyer
(survey of available sizes and types of rotors

lth: lengthened hard-phase on rotor tip

…to be continued…

Designation, ID-#, application

CMxx
grinding-

unit
designation

CM01 W01-2lm W01-2lm
CM01 W01-1lm W01-1lm
CM01 W01-½lm W01-½lm
CM01 W01-2lm W01-2l-b
CM01 W01-1lm W01-1l-b
CM01 W01-2lm W01-2l-c

W01-2l-c-lth
CM01 W01-2lm W01-2lm-p1
CM01 W01-2lm W01-2lm-p1
CM01 W01-1lm W01-1lm-lth
CM01 W01-1lm W01-1lm-p1
CM01 W01-1lm W01-1lm-p1

CM08 W08-8lm W08-8l
CM08 W08-5lm W08-5lm
CM08 W08-8lm W08-8lm-p2
CM08 W08-8lm W08-8lm-p2b
CM08 W08-8lm W08-8lm-p2c
CM08 W08-5lm W08-5lm-p2

CK-08lm-std
CM08 W08-5lm CK-05lm-std
CM08 W08-5lm CK-05lm-std
CM08 W08-8lm CK-08lm-std
CM08 W08-5lm W08-5lm-lth

CM20 W20-20lm W20-20l
CM20 W20-10lm W20-10l
CM20
CM20 W20-20lm W20-20lm-l

W20-20lm-lth
CM20 W20-10lm W20-10lm-l
CM20 W20-20lm CK20-20l type st
CM20 W20-20lm CK20-20l type v

CK20-20l type std

CK20-10l
CK20-10l

CM100
CM400
CM900
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Rotors for Simoloyer®

survey of available sizes and types of rotors)

phase on rotor tip

#, application

designation of rotor material comment
amount / thickness

of blades
VA/Stellite® standard 5 / 6
VA/Stellite® standard
VA/Stellite® standard

/ 8
/ 8

lth
/ 8

p1 VA/Stellite® mod. rotor / 6
p1-lth / 6
th /

p1 VA/Stellite® mod. rotor / 6
p1-lth VA/Stellite® mod. rotor / 6

VA/Stellite® standard 7 / 10
VA/Stellite® standard 4 / 10

p2a Mn-hard steel mod. rotor 5 / 12
p2b Mn-hard steel mod. rotor 5 / 12
p2c Mn-hard steel mod. rotor 5 / 12
p2 Mn-hard steel mod. rotor 5 / 12
std
std VA/Stellite® mod. rotor
std-lth VA/Stellite® mod. rotor
std-lth VA/Stellite® mod. rotor
lth

standard

l
lth

VA/Stellite® standard
lengthened ro.-tips

l
20l type std VA/Stellite® mod. rotor
20l type v

20l type std-lth
VA/Stellite® mod. Rotor

lengthened ro.-tips

12r1 mod. rotor
12r2 mod. rotor

technical data subject to alterations
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®

)

thickness
of blades

ID-#

5 / 6

/ 8
/ 8
/ 8

/ 6
/ 6

/ 6
/ 6

/ 10
/ 10

5 / 12 Cr-free

5 / 12 Crmax=0,5

5 / 12 Crmax=1,75

5 / 12 CK08-RVxx

technical data subject to alterations


