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Charging

Technical data, dimensions

L x B/W x H [mm]
weight (net, approx.) [kg]
weight grinding vessel, max. [kg]
capacity (volume) [l]
flange sizes charging / feeding
material
apparent weight, max. [kg/dm3]
speed of rolls [rpm]
drive power [kW]
max. speed output [rpm]

CFB30

without rotary vane feeder
(AB0820a)

Application
charging of Simoloyer® Auto-Batch
• powder feeding under air or inert
• transfer of powder material with
• charging of different materials

Features
• motor driven combined agitator
• main agitator (disaggregation/motion of powder material)
• screw feeding at outlet-port (forced feeding of powder material)
• conical feed
• large main port for charging / large outlet
• connection to Maltoz®-software / PLC
• rotary speed / time control by Maltoz
• vacuum tight
• auxiliary ports
• dismountable (e. g. for maintenance, cleaning)
• stable design with 4 legs
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technical data subject to alterations

harging container CFB**

Technical data, dimensions
CFB30

400 x 356 x 665 400 x 356 x 865
50

180
30

DN100 / DN100
1.4301 (AISI 304)

6
250 – 450

0,15 (at 230/400VAC)
42,7

CFB50 CFB inside

with rotary vane feeder, for inert-
gas application (AB100a)

agitators, screw feeder (view
through main-

Batch-Units (AB**)
powder feeding under air or inert-gas
transfer of powder material with high/low flowability
charging of different materials

example Auto-Batch Unit AB08/20

motor driven combined agitator
main agitator (disaggregation/motion of powder material)

port (forced feeding of powder material)

large outlet-port
software / PLC

Maltoz®-software

dismountable (e. g. for maintenance, cleaning)

www.zoz.de

technical data subject to alterations

CFB**

CFB50
400 x 356 x 865

57
300
50

CFB inside

agitators, screw feeder (view
-/charging-port)

Batch Unit AB08/20


