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Condenser KS**
Application
dehumidification of carrier-gas flows in aero
continuous / semi-continuous processing preferably in vertical assembly:
 optimized condensation effect due to double

adjustable perforated deflector sheet
• unit size according to pipe switches of Simoloyer

(semi- continuous)
• standard-KF-ports

Technical Data, Dimensions
unit size
for Simoloyer CM01/CM08
port 1 (flow in) -DN1-
port 2 (flow out) -DN2-
ports 3 (draining) -DN3-
ports for cooling
working volume
cross-section-factor QSF
unit diameter -A- [mm]
unit length -B- [mm]
flange width -C- [mm]
flange width -D- [mm]
support connect [mm] 60x50
net weight
operation pressure
operation temperature
ports
material
definition example

Options / Accessories
• temperature measurement, humidity measurement
• supply by cooling block of Simoloyer
• quick connectings for cooling
• support
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Condenser KS**

gas flows in aero-dynamic systems of
continuous processing preferably in vertical assembly:

optimized condensation effect due to double-cooling cylinder and
deflector sheet

unit size according to pipe switches of Simoloyer® CM01-CM900

Technical Data, Dimensions
KS25a KS40a KS50a

CM01/CM08 CM08/CM20 CM20/CM100
DN25 DN40 DN50
DN25 DN40 DN50
DN25 DN40 DN40
G 3/8 G 3/8 G 3/8

8 l 25 l 50 l
20 25 28

250 320 460
280 360 510
140 180 240
75 100 100

60x50 – M6 60x50 – M6 70x60 – M6
24 kg

2 bar max.
50 ºC max.

standard-KF
stainless steel 1.4301

Condenser KS50a

temperature measurement, humidity measurement
supply by cooling block of Simoloyer
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technical data subject to alterations
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KS63a
CM400/CM900

DN63
DN63
DN50
G 3/4
100 l

30
560
750
320
150

80x60 – M8
32 kg

-

technical data subject to alterations


