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Grinding-
Simoloyer

Technical data SiN
extra

features

chamber lined with Si
blades Si3N4 , shaft covered with ceramic
coated bushes

application
Fe-contamination free processing, in
particular ceramic and composite
materials

size/type W08
net weight 30

W20
net weight 80

nominal volume 5/10
nominal power [kW/ltr.]
maximum relative velocity

cooling system pre-seal-unit
cooling system flange
cooling system vessel
heating system vessel
heating system flange

atmosphere
airlock system main port
airlock system aux. port
continuous ports Z01-Z04
airlock system

operation pressure
operation temperature
operation mode

material vessel 1.4301

material rotor hardened steel / Si
recomm. grinding media ZrO

loading rates:
grinding media, ≤ ø5mm

1)

product < 4mm
1)

1)
: depending on application
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-units, types SiN/THM
Simoloyer® CM08-CM20 (examples)

Technical data THM
chamber lined with Si3N4 plates, rotor

, shaft covered with ceramic-
chamber lined with THM plates,
rotor blades THM, shaft covered
with hardened bushes

contamination free processing, in
particular ceramic and composite

Fe-contamination free processing,
in particular ceramic and composite
materials

8-5l-SiN W08-8l-SiN W08-5l-THM W08-8l
30 kg 40 kg 32 kg 35 kg

W20-10l-SiN W20-20l-SiN W20-10l-THM W20-20l
80 kg 105 kg 80 Kg 110 Kg

5/10 ltr. 8/20 ltr. 5/10 ltr. 8/20
CM08: 1,3-2,2 / CM20: 1,1-2,2
CM08: 615rpm / CM20:400 rpm

type SiN type THM
water

via vessel
water

no
no

inert gas or vacuum
yes (NW)
yes (NW)

no
DN40/DN50

1x10
-4

hPa - 2 bar
RT – 40°C

batch

1.4301 with Si3N4 lining
1.4301 with THM-lining
(WC-Co lining / bulk)

hardened steel / Si3N4 hardened steel / THM
ZrO2 fully stabilized THM (Co-rich), Ø4mm

(HEM, MA, RM)
CM08: 5-10 kg / CM20: 10-30kg

CM08: 500-1000g / CM20: 1000-3000g

WC-Co / THM coated

rotor

technical data subject to alterations

grinding unit W
disassembled

rotor assembled on flange

drain
with Si

www.zoz.de

s SiN/THM
(examples)

THM
chamber lined with THM plates,

s THM, shaft covered

contamination free processing,
in particular ceramic and composite

l-THM
35 kg
20l-THM

110 Kg

ltr.

technical data subject to alterations

grinding unit Wxx-xl-THM
disassembled

rotor assembled on flange

ain-gratings and side-adapter
with Si3N4 plating


