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Mobile Container FB 
 

Application & Design 

Charging & discharging with product or grinding-media, e. g. for Simoloyer® or drum-mills 
 mobile frame in steel or stainless steel with 4 steering wheels, lanyard ring for suspension; 

 container in stainless steel, pyramidal with square discharge unit, upper part with vertical cladding; 

 easy assembly of various adapter and lock-units e. g. slide valve plate. 

 

 
 

Technical data 

unit size 
volume 

[liter] 

loading 

[kg, max] 

dim. L x B x H 

[mm] 

weight 

[kg] 
material 

FB050a 50 310 690 x 615 x 550 35 container, plate-valve 

and frame in 1.4301 FB075a 75 350 720 x 640 x 580 40 

FB100a 100 390 750 x 660 x 610 50 

container, plate-valve 

in 1.4301, frame in 

steel powder coated 

FB150a 150 475 800 x 720 x 660 65 

FB200a 200 540 860 x 780 x720 80 

FB300a 300 700 960 x 880 x 820 110 

FB400a 400 850 1070 x 990 x 930 150 

FB500a 500 750/1000 1180 x 1100 x 1040 175 

 

      
FB75a with Simoloyer® CM100, drain-unit and product FB75a under drummill A6TA and above S5CS and S5CSk 

 

Options 

  

 cover with/without charging-port DN; 

 plate-valve with/without adapter VKT (square)-DN; 

 drain-inlet (drain-support); 

 coatings of container; 

 traverse TFB. grinding media sorting unit with mobile containers FB500 at A25NA 

 

    
FB050a with/without cover with/without charging port DN FB050a with plate-valve & adapter VKT-DN and at traverse TFB 

 

technical data subjet to alterations 

FB500a 

A25NA 


