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media drain-valve KAV-NW 
for drummills 

 

Application 

unloading of grinding media for drummills wet-operation 

 plate-valve in ultra-flat design; 

 fits to all drum-mills models A, G, T*, SxxNx; 

 assembly via standard lock-units of drums/vessels. 

 

 

Handling 

Assembly of KAV-valve at the drum/vessel is done in charging-

position of the drummill. The drum is then turned under the 

protection hoods down into discharging-position while the valve is 

assembled and closed. After the valve-plate is unlocked, the valve 

can be opened inch by inch and grinding media unloaded. 

 

 

dimensions [mm] 

unit size KAV- NW120 NW140 NW180 NW230 NW230V 

for vessel size [l] 30-100 200-500 600-800 1000-4000 5000-10000 

dimension A x B 160 x 160 180 x 180 220 x 220 Ø 270 Ø 270 

total height 75 85 102 103 103 

assembly height 69 79 94 95 95 

valve-face D x E 120 x 120 140 x 140 180 x 180 180 x 180 180 x 180 

valve-plate width 129 149 189 189 189 

tube connection DN100 DN120 DN150 DN150 DN150 

material stainless steel 1.4301 

option custom-designed dimensions upon inquiry, for all makes 
 

 

 

 

technical data subject to alterations 

centering for 

drum main-port 

KAV-NW120 

a > lock-unit of valve-plate 

b > assembly plate for lock-unit of drum/vessel 

a b 

KAV-NW120 


